
 
Technical Data

	 AVH 5030	 AVH 6030	 AVH 100-20	 AVH 100-20

	 Hatz	 Hatz	 Farymann	 Hatz

	 Diesel	 Diesel	 Diesel	 Diesel

kg	 401	 480	 680	 680

kg	 420/433	 500/525	 714/732	 705/730

kg	 + 30	 + 30	

mm	 450	 550	 650	 650

mm	 600/750	 700/850	 800/950	 800/950

	 Hatz 1 D 50S	 Hatz 1 D 81S	 Farymann 43F	 Hatz 1 D 90S

	 1 cyl./4-stroke-Diesel	 1 cyl./4-stroke-Diesel	 1 cyl./4-stroke-Diesel	 1 cyl./4-stroke-Diesel

kW/PS	 7/9,4	 10/13,5	 11,0/15,0	 10,9/15,4

U/min	 2700	3 000	3 000	 2900

	 air	 air	 air	 air

l/h	 ca. 1,7	 ca. 2,5	 ca. 2,5	 ca. 2,5

l	 5	 7	 7,5	 10

°	3 0	3 0	3 0	3 0

%	3 6	3 6	3 6	3 6

	 hydraulic	 hydraulic	 hydraulic	 hydraulic

	 hydraulic	 hydraulicc	 hydraulic	 hydraulic

m/min	 0-22	 0-28	 0-28	 0-28

kN	 50	 60	 100	 100

Hz	 65	 55	 40	 40

m2/h	 594/792/990	 925/1260/1430	 1090/1350/1600	 1090/1350/1600

	 optional	 optional	 standard	 standard

cm	 70	 90	 100	 100

cm	3 0	3 0	 40	 40

mm	 75/150	 75/150	 75/150	 75/150

	 x	 x	 x	 x

	 x	 x	 x	 x

	 x	 x	 standard	 standard

Specifications are subject to change due to technical improvements.

Weight / Measurements

Operating weight CECE basic unit

with extension plates

with e-start

Working width

basic unit

with extension plates

Drive

Engine type

Type

Power 

at speed

Cooling

Fuel consumption

Tank capacity

Max. gradient

Max. climbeability

Drive

Shift forward / reverse

Operating speed

Variable 

Vibration

Centrifugal force

Frequency

Maximum performance

Electric start

Max. compaction performance*

sand/gravel

cohesive soil

Optional equipment

extension plates

cover

operating hour meter

emergency stop

*depending on ground conditions 

A hydraulic pump to power drive 
and drive control eliminates an 
expensive and high-wearing  
v-belt system

Optimized shape of abrasion- 
resistant, self-cleanig cast iron 
base plate ensures balanced  
running performance, powerful 
drive and high climbeability

Hydrostatic adjustment of the 
exciter shafts controlled by the 
Orbitrol on the handle bar

Hydrostatic motor drives the  
exciter shafts

Air-cooled Hatz or Faryman Die-
sel engine with integrated oil 
alert system powerful, service 
friendly and low emissions va-
lues

Functional design: the compact 
and foldable engine cover offers 
optimal protection of compon-
ents and easy accessibility for 
service

Control handle bar: ergonomi-
cally adjustable and lockable, 
with Orbitrol providing drive 
control

Emergency stop switch: vibration 
can be activated independently 
from engine drive

 

Fully hydraulic and much more.

A condensed overview of benefits and advantages:

The unique triple-shaft exciter


